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ANTENNA
SPEED
OMP1039

« AM/FM radio function.

« This antenna replaces the extendable
portion of standard car antennas. It is
intended for am/fm radio signal only and
cannot be used as a substitution for
integrated-type antennas with gps or
mobile phone capabilities.

SHOULDER PADS

SPEED
BLACK OMP1028

RED OMP1029

« Provides extra padded comfort.

« Helps prevent chaffing from seat belt.

« Attaches easily with hook & loop closure.
« with 2 cm high quality foam
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STEERING WHEEL COVER
SPEED
OMP1043

- Comfortable grip.
« Universal fit.

« Fasy installation.

« Machine washable.
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GEAR KNOB

SPEED
OMP1022

« Available in 3 colors.
« Universal for all MT cars.

This madern gear knob fits all standard gear sticks between 8mm
and 12mm in diameter. Made of aluminum and rubber, it features
hidden grub screws for a cleaner look and secure fit. The bottom
of the gear knob also has a 32mm x 1Tmm deep recess allowing
it to fit some 'lift up reverse" type gear levers.
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PEDAL SET

SPEED

OMP1023

« Racing style.

« High quality aluminum material.

« 3 PCS set for MT cars.

« Clutch & brake pedals: 80,5mm x 55mm.

« Accelerator pedal: 115,5mm x 55mm.

« Universal.

These solid alloy OMP pedal covers fit over existing pedals for
a race-inspired look. Itis designed to fit most cars making it
an easy modification. Additional drilling into existing pedals
may be required. Fitting instructions and screws are included
in pedal set box.
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BACKREST

SPEED

PVC: Polyester:
RED OMP1030PVCRS OMP1030RS
GRAY OMP1030PVCGR OMP1030GR

YELLOW OMP1030PVCYL OMP1030YL

« PVC leather or 100% Polyester.

« With 10mm foam lamination down the middle.
Side laminated with 4mm foam.

« Provides extra padded comfort.

« Universal size for all cars.

« Durable & easy to clean.




SEAT COVERS

SPEED

PVC: Polyester:
BLACK OMP1033PVCBK OMP1033BK
RED OMP1033PVCRS OMP1033RS
GRAY OMP1033PVCGR OMP1033GR

YELLOW OMP1033PVCYL OMP1033YL

« Available in full PVC or full Polyester.

« PVC or Polyester with 2Zmm foam lamination down the middle. Side
black polyester laminated with 2Zmm foam and knit.

+ OMP print logo on front.

+ Universal design to fit most car seats with and without side airbags.
+ Anti-fading coloring process that keeps seat cavers looking bright.
- Easy installation with attached stretch chords and "S" hooks.

« 3 pcs of zipper on rear seat cover.




SEAT COVERS

SPEED

+ Available in full Polyester.

« Press part: polyester with 8mm foam and knit, the other part: polyester
with 2mm foam and knit.

« OMP print logo on front.

« Universal design to fit most car seats with and without side airbags.

- Anti-fading coloring process that keeps seat covers looking bright.

- Easy installation with attached stretch chords and "S" hooks.

« 3 pcs of zipper on rear seat cover.

OMP1034YL OMP1034GR OMP1034RS



SEAT COVERS

SPEED

+ Available in full Polyester.

+ Polyester with 2mm foam lamination down theblack polyester laminated
with 2mm foam and knit.

« OMP print logo on front.

« Universal design to fit most car seats with and without side airbags.

- Anti-fading coloring process that keeps seat covers looking bright.

- Easy installation with attached stretch chords and "S" hooks.

« 3 pcs of zipper on rear seat cover.

OMP1035YL OMP1035GR OMP1035RS



CAR MATS
SPEED

« 450 grams black carpet car mat.
« hpesiset, with “OMP" logo.
« Suitable for all cars with floor accelerator.

CAR MATS
SPEED

« 450 grams black carpet car mat.
« bpcs/set, with "OMP” logo.
« Suitable for all cars with floor accelerator.
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Wheel Covers ey

Model: SPEED

e Dimensions: 13" 14" 15"
* Material: ABS

* Reinforced metal feet+50% stronger than a normal
structure.

¢ Innovative 2-tone combination, color finish is more
vivid than a traditional double painting wheel cover.

* Rust proof and corrosion resistant.

* Easy push-on installation with maximum grip
of retention ring.

* Compatible with all the vehicles. .
one 13" %
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SPEED
13" OMP1310  BLACK/SILVER 14" OMP1410  BLACK/SILVER 15" OMP1510  BLACK/SILVER
13" OMP1311  BLACK/GREY 14" OMP1411  BLACK/GREY 15" OMP1511  BLACK/GREY
13" OMP1312  BLACK/GOLD 14" OMP1412  BLACK/GOLD 15" OMP1512  BLACK/GOLD
13" OMP1315  BLACK/CARBON 14" OMP1415  BLACK/CARBON 15" OMP1515  BLACK/CARBON
13" OMP1318  BLACK/RED 14" OMP1418  BLACK/RED 15" OMP1518  BLACK/RED

Black/Silver Black/Grey Black/Gold Black/Carbon Black/Red
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OMP

Jump Starter =

TEST USB LED

OMP7003

(for diesel & gasoline engine)

* 1xDC 12V cigarette plug socket - for powering DC appliances. ””‘b

* 3pcs LED Working light - for emergency use.

* 1x 5V 2.1A USB port - for charge to mobilephones, ipads, efc... 1 7.000PmAh
ower

* Built in 12V 17AH lead acid battery.
* With Air Compressor 260PSI.

* Cable: 16MM? CCA .
* Starting Power 400AMP Peak Amp: 1100Amp. 3.000cc

» With DC 12V Cigarette plug. Motor Diesel

(|-l |||l w]| &

6.000cc

Motor Gasoline




OMP

MECCANICA J u m p Sta rte r

OMP7002

JUMPSTARTER (for diesel & gasoline engine)
* 1*DC 12V cigarette plug socket - for powering DC appliances.

 3pcs LED Working light - for emergency use. 7.000 mAh

* 1* 5V 2.1A USB port - for charge to mobilephones, ipads, etc... Power

e Builtin 12V 7AH lead acid battery. 2.000cc

* Cable: 12MM? CCA. Motor Gasoline

 Starting Power 200AMP Peak Amp: 400Amp.

* With DC 12V Cigarette plug . 1 '6OQCC
Motor Diesel
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- OMP

Jump Starter e

15.000 mAh

Power

6.000cc

Motor Gasoline

3.500cc

Motor Diesel

»
-

* Emergency start: 12v diesel and gasoline vehicle, motorcycle, speed boat, snowmobile with 12v batteries.
* 5V/4A dual usb output- charges cell phones, ipads, ireaders, psps, gps, tablets...

* 12V/12A output- power supply for car refrigerator, blast pump, dust collector and other 12v devices.

¢ Led flashlight- 3 modes: illumination, strobe, sos.

* Built-in protection- for over-charge, over-discharge; and short-circuit.

 Battery capacity indicator- lighted for easy viewing.

* Automatic power on/off- when not in use.
* Jumper clamps- pure copper for good electrical conductivity, nice clamps cables.

OMP7001
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Air Compressors




Air Compressors

OMP4010

« Inflation time 7'(standard 175R65/15 tire
from0-35psi).

* Powered by 12V cigarette plug.
* Bright LED light for night use.

* Large easy read gauge.

* Max. pressure: 100psi.

OMP

MECCANICA

OMP4011

Inflation time 5'(standard 175R65/15 tire
from0-35psi)

Backlit digital display.

Torch element enable to be used in the pitch
black of night.

Powered by 12V cigarette plug with LED indicator.
Max. pressure: 120psi.
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== Air Compressors

OMP4012

« Providing quick and effortless inflation of vehicle and bicycle tires,
sporting equipment, and small inflatables.

¢ Inflates a standard car tire (R15/195/65) in approximately 3 minutes;
» Four LED lights with on/off switch.

« Long(3m) cord for easily reaching ftires.

* Durable ABS contruction and carry handle for easy transport.

* Max. pressure: 120 PSI.




DC 12V Air Compressor with SMD light.
DC 12V Power Adaptor.
Air Flow: 30 Liter per minute.

1.5" glow in the dark gauge for easy reading in low light.

Bright LED work light for night time emergencies.
3 Inflation Adaptors.

Ideal for Car Tires, Sports Equipment, Inflatables.
Max. Pressure: 150 PSI.

OMP4013

OMP
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MECCANICA




== Air Compressors

OMP4014

« Single Cyclinder Metal air compressor.

e Powered by 12V cigarette plug.

e Working power: 180W, Working current: 15A .

« Inflation time 3'30"(standard R15/195/65 tire from 0-35psi).

» Preset digital gauge with encoder.

* Time of continues work, min: 30.

e Accuracy: 35psix1psi.

* Working temperature: -20°C+60°C, Storage temperature: -30°C+70°C NEW!
 LED light .

* Max. pressure: 100 PSI.



OMP4015

Double cyclinder Metal air compressor.

Powered by 12V cigarette plug.

Working power: 200W, Working current: 18A

Inflation time 2'30"(standard R15/195/65 tire from 0-35psi).

Preset digital gauge with encoder.

Time of continues work, min: 30..

Accuracy: 35psi+1psi.

Working temperature: -20°C+60°C, Storage temperature: -30°C+70°C NEW!
LED light .

Max. pressure: 100 PSI.

OMP

|
MECCANICA



== Air Compressors

OMP4016

DC 12V Power Adaptor.

Air Flow: 35 Liter per minute.

1.5" gauge for easy reading in low light.

« Integrated Carry Handle for easy portability.

3 Inflation Adaptors.

Ideal for Car Tires, Sports Equipment, Inflatables.
e Max. Pressure: 150 PSI.
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e Pressure Gauge

OMP2017 OMP2019
 Display four units: PSI, BAR, KPA, KGF/CM2. * Display four units: PSI, BAR, KPA, KGF/CM2,
« Large easy to read LCD display. « Large easy to read LCD display.
* Pressure range: * Pressure range: 3-150psi/0.20-10.3bar/20-1034kpa
3-150psi/0.20-10.3bar/20-1034kpa/0.2-10.5kgf/lcm? . /0.2-10.5kgf/cm?.
e Automatic on/off. o Automatic on/off.
e Accuracy:+/-1 psi. * Accuracy: +/-1.5psi.
« Operating temperature: -18 to 38 °C. » Operating temperature: -18 to 38 °C.

e Battery included. » Battery included.




omp

Pressure Gauge EREEaeeh

Q/

OMP2018 OMP2016
* Display three units: PSI, BAR and KPA. * Display three units: PSI, BAR, and KPA .
* Larger easy to read LCD display. * Large easy to read LCD display.
* Pressure range: 3-100psi,0.20-6.90bar,20-700kpa. * Pressure range:3-100psi,0.20-6.90bar,20-700kpa.
* Automatic on/off. * Automatic on/off .
e Accuracy: +/- 1.5 psi. * Accuracy: =1 psi.
* Operating temperature: -18 to 38 °C. + Operation temperature: -18 to 38 °C.

* Batftery included. * Battery included.
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MECCANICA

* Range: 285 - 420 mm
Sturdy steel construction
Fast ratchet mechanism
« 3 Tonnes per pair

OMP3013

Work Gloves

* Form-fitting stretch fabric for a comfortable and
breathability.

* Durable and dexterous microfiber palm.
* SBR padding absorbs shock and vibration.

* Hook and loop closure on elastic band for a secure and
comfortable fit o the wrist.

* SBR padding between thumb and index finger provides
durable and impact protection.

3T Jack Stands

td

* SWL (Safe Working Load) -1500kg per stand
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2T Trolley Jack

* Safe Working Load)-2000kg per JACK
* Range:135-335cm

Sturdy steel and CAST construction
HYDRAULIC mechanism
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